


Performance and characteristics
There is a 7-inch touch LCD color display with Chinese display of 
human-computer interaction interface. The main screen of the 
�D�I�S�P�L�A�Y�Ò�D�I�S�P�L�A�Y�S�Ò�T�H�E�Ò�E�N�G�I�N�E�Ò�P�A�R�A�M�E�T�E�R�S���Ò�W�A�L�K�I�N�G�Ò�S�T�A�T�U�S���Ò�G�E�A�R�Ò�I�N�F�O�R��
mation, fault alarm and other parameters of the whole machine of 
the engine in real time. The main and secondary pages can be 
touched for convenient switching, and the status of controller, 
engine ECU and fault diagnosis can be queried on the secondary 
page, on which the working hours, average fuel consumption, 
�M�A�I�N�T�E�N�A�N�C�E���Ò�F�A�U�L�T�Ò�S�T�A�T�U�S�Ò�A�N�D�Ò�O�T�H�E�R�Ò�I�N�F�O�R�M�A�T�I�O�N�Ò�C�A�N�Ò�B�E�Ò�C�O�N�V�E��
niently queried.
It is equipped with Shangchai SC9DF270G3 engine, meeting 
non-road machinery National-IV emission requirements, which is 
�P�O�W�E�R�F�U�L�Ò�I�N�Ò�P�O�W�E�R���Ò�E�F�F�I�C�I�E�N�T�Ò�I�N�Ò�E�N�E�R�G�Y�Ò�U�T�I�L�I�Z�A�T�I�O�N�Ò�A�N�D�Ò�E�A�S�Y�Ò�I�N�Ò�M�A�I�N��
tenance; the complete machine adopts variable power control, 

thecomplete machine is matched with three-power operation 
mode, 
which can be switched according to the actual load requirements 
�W�I�T�H�Ò�S�A�V�E�D�Ò�F�U�E�L�S�Ò�A�N�D�Ò�C�O�N�T�R�O�L�L�A�B�L�E�Ò�P�O�W�E�R�Ò�P�E�R�F�O�R�M�A�N�C�E���Ò�4�H�E�Ò�C�O�N��
struction efficiency of the complete machine is greatly improved 
and the comprehensive fuel consumption is lower, saving the use 
cost for users.
Optimized transmission system is equipped with transmission 
electric control shift, efficient and simple construction and high 
transmission efficiency;
The spacious cab has large space and wide vision and is 
equipped with standard anti-roll cab with high safety;
Stable and reliable chassis system can adapt to various harsh 
working conditions.

D260 (Export Type)
Crawler Bulldozer

Main dimensions

Model

D260 5590 4710 2840 3527 1395 1210 3725 2560 2000

D260-LGP 6060 4710 3480 3745 1248

540

550 1330 4365 2960 2250

Unit��mm

L1 L2 L3 H1 H2 H3 H4 W1 W2 W3

Main specifications

Engine

Complete machine

Propel

Undercarriage

Fluids

 Blade

Item Content Unit D260 (Export Type)/D260-LGP (Wetland Export Type)
Operating weight
Minimum turning radius
Ground pressure
Overall dimensions
Model
Rated power/Rated speed
Forward gear 1
Forward gear 2
Forward gear 3
Reverse gear 1
Reverse gear 2
Reverse gear 3
Ground clearance
Track center distance
Crawler width
Ground contact length of crawler
Number of track shoes
Chain pitch
Number of track rollers(one side)
Number of carrier rollers(one side)
Fuel tank
Hydraulic oil tank
Blade type
Blade width
Blade height
Blade capacity
Blade lifting height above the ground
Blade depth
Ripper type
Working depth
Ripper lifting height above the ground

Kg
mm
kPa
mm

kW/rpm

mm
mm
mm
mm
mm
mm

piece
piece

L
L

mm
mm
m3

mm
mm

mm
mm

24600/25700
4500/5100

66/35.2
5590×3725×3527/6060×4365×3745

SC9DF270G3
199;2000

3.8
6.8
11.3
4.9
8.2
13.6
405

2000/2250
560/910

2840/3480
39/45
216
2

7/8
450
110

Straight blade
3725/4365
1395/1248

5.8/5.4
1210/1330
540/550

Single-tooth;Three-tooth (optional)/—
695;666/—
515;555/—

Tenaga

Mesin Keseluruhan

Penggerak

Kaki-kaki
Kendaraan

Cairan

 Bilah

Item Isi Satuan D260 (Jenis Ekspor) / D260 (Jenis Ekspor Lahan Basah)
Berat operasi
Radius putar minimum
Gaya tekan unit ke permukaan
Dimensi keseluruhan
Model
Nilai daya/Kecepatan terukur
Gigi maju 1
Gigi maju 2
Gigi maju 3
Gigi mundur 1
Gigi mundur 2
Gigi mundur 3
Jarak bebas ke tanah
Jarak pusat lintasan
Lebar crawler
Panjang crawler yg bersentuhan dgn tanah
Jumlah track shoe
Chain pitch
Jumlah track roller (satu sisi)
Jumlah carrier roller (satu sisi)
Tangki bahan bakar
Tangki oli hidrolik
Jenis bilah
Lebar bilah
Tinggi bilah
Kapasitas Bilah
Ketinggian pengangkatan bilah dari tanah
Kedalaman bilah
Jenis ripper
Kedalaman kerja
Ketinggian pengangkatan ripper dari tanah

Kg
mm
kPa
mm

(kW/rpm)
�N�P���K
�N�P���K
�N�P���K
�N�P���K
�N�P���K
km/�K
mm
mm
mm
mm
mm
mm

buah
buah

L
L

mm
mm
m3

mm
mm

mm
mm

Pisau lurus

Gigi tunggal;Tiga gigi (opsional)/—

Terdapat layar sentuh LCD berwarna 7 inci dengan tampilan interface 
interaksi manusia-komputer berbahasa Mandarin. Layar utama tampilan 
menampilkan parameter mesin, status berjalan, informasi gigi, alarm 
kesalahan, dan parameter lain dari seluruh mesin secara real time. 
Halaman utama dan sekunder dapat disentuh untuk kemudahan peralihan, 
dan status pengontrol, ECU mesin dan diagnosis kesalahan dapat 
ditemukan pada halaman sekunder, yang berisi jam kerja, konsumsi bahan 
bakar rata-rata, pemeliharaan, status kesalahan, dan informasi lainnya.

Dilengkapi dengan mesin Shangchai SC9DF270G3, yang memenuhi 
persyaratan emisi National-IV mesin non-jalan raya, bertenaga kuat, 
efisien dalam pemanfaatan energi, dan mudah perawatannya; mesin 
mengadopsi kontrol daya variabel, mesin disesuaikan dengan mode 
operasi tiga daya, yang dapat dialihkan sesuai dengan kebutuhan beban

Sistem transmisi yang dioptimalkan dilengkapi dengan perpindahan 
kontrol transmisi listrik, konstruksi yang efisien dan sederhana, serta 
efisiensi transmisi yang tinggi;

Kabin yang luas memiliki ruang yang luas dan penglihatan yang luas serta 
dilengkapi dengan kabin anti-roll standar dengan keamanan tinggi;

Sistem sasis yang stabil dan andal dapat beradaptasi dengan berbagai 
kondisi kerja yang keras.

aktual dengan penghematan bahan bakar dan kinerja daya yang dapat 
dikontrol. Efisiensi konstruksi alat berat meningkat pesat dan konsumsi 
bahan bakar komprehensif menjadi lebih rendah, sehingga menghemat 
biaya penggunaan bagi pengguna.

Kinerja dan Karakteristik

Dimensi Utama Satuan��mm

Spesifikasi Utama
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